
LumosCielo™
Bespoke
Bespoke luminous ceiling panels 
offer a sleek and versatile solution 
for enhancing indoor lighting. 
These geometric panels deliver 
uniform illumination, creating an 
optimal lighting environment 
that is perfect for a variety 
of settings.
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Example:   BALB-VA-SQ-36”x36”-57-ST-DM-120-CL-SF-LU

Our tool is designed for architects and lighting designers to simplify the process of incorporating our 
lighting products into their designs. This tool helps create a speci�cation code tailored to meet project needs, 
ensuring that they are, in line with industry standards. 

By entering details such as frame dimensions, color temperature, pro�le, pro�le color and mounting type, 
users can generate codes that re�ect their design preferences.  
This will reduce mistakes and facilitate smooth communication with us and contractors.

Specification Code Generator
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Surface
Mounted

Mounting Options

T-Bar
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Suspended (Option 1)

Suspended (Option 2)

Mounting Options

FASTENER BY OTHERS

LUMOSFLEX

LUMOSFLECT

LUMOSANTI™

SF-019

LUMOSTRACK
PRO

SF-120 PROFILE

AIRCRAFT CABLE WITH EYE LOOP

ADJUSTABLE EYE HOOK

EYE HOOK AND BOLT

EYE HOOK BY OTHER

C-CLIP

C-CLIP
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Mounting Options

Recessed (Option 2)

Electrical Wiring

Recessed (Option 1)



Lighting Solutions

Our CCT Options:

2700K: Provides a warm, 
inviting glow that enhances 
comfort and ambiance.

3000K: Providing a warm 
white light that is inviting 
yet bright enough for 
everyday tasks.

3500K: Produces a glow 
perfect for setting a 
welcoming ambiance. 
This light tone strikes a 
balance between warmth 
and brightness.

4000K: Offering a neutral 
white light that enhances 
focus and productivity.

5000K: Great for commercial 
settings, such as showrooms 
and hospitals, where a bright, 
cool white light is needed to 
ensure clarity and alertness.

5700K: Best for industrial areas 
and laboratories. This daylight-like 
color temperature ensures 
maximum visibility and 
a crisp, vibrant appearance.

Our Dual White WW system 
mixes chips with color 
temperatures of 2700K and 
5700K providing flexibility in 
creating lighting atmospheres. 
The 2700K chips emit a amber 
light for setting a cozy ambiance 
while the 5700K chips give off a 
bright cool light similar to 
daylight making them ideal 
for tasks. By adjusting the blend 
of these two color temperatures 
individuals can customize the 
lighting to match moods and 
activities whether its unwinding 
in the evening or focusing on work. 
This adaptable lighting solution is 
especially useful, in home setups, 
retail showcases and hospitality 
environments where adjustable 
lighting improves the experience.

CCT

Our RGBW system improves the 
capabilities of regular RGB LEDs 
by incorporating a separate white 
light-emitting diode. This enables 
the creation of vivid colors as well 
as pure, high-quality white light, 
enhancing color accuracy and 
brightness. RGBW LEDs are 
perfect for situations that call 
for both dynamic color-changing 
effects and practical white lighting, 
such as in smart home systems, 
stage lighting, and architectural 
designs. The additional white LED 
contributes to the creation of 
more natural lighting scenarios 
and can be adjusted to different 
color temperatures, offering 
better management of the 
lighting ambiance.

The Lumosion Pixel Control LED 
Boards provide precise, individually 
addressable illumination for 
dynamic architectural lighting. 
Designed for seamless integration 
into LumosCielo™ luminous 
ceiling systems, they support 
smooth dimming, vibrant color 
effects, and advanced 
pixel-mapping for both static and 
animated applications. Compatible 
with industry-standard control 
protocols, these high-efficiency 
boards give designers exceptional 
flexibility to create immersive, 
customizable luminous surfaces.

RGBW Lumotion 
(Pixel Control)

Dual WhiteDual White

LumosCielo™
6



Foot Candles Photometric Distribution · 5′ × 10′ Fixture

6′ 66.6 Fc
(716.87 lx)

8′ 50.0 Fc
(538.19 lx)

10′ 35.0 Fc
(376.73 lx)

12′ 29.1 Fc
(313.22 lx)

14′ 23.4 Fc
(251.87 lx)

HEIGHT INTENSITY

ILLUMINANCE GRID (Foot-Candles)

90.0 50.8 55.3 53.6 55.4 57.6 77.5

60.0 67.1 64.9 66.0 72.1 74.5 80.0

60.2 63.5 88.6 69.7 72.3 72.8 73.0

44.7 52.0 52.7 54.4 57.5 56.0 63.4

45 Fc (Low)

Illuminance Scale

90 Fc (High)
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LumosCielo™ luminous ceiling panels are engineered as a complete, high-performance 

architectural lighting assembly, built in multiple integrated levels to ensure uniform 

illumination, durability, and seamless installation.

At the foundation, the system begins with our aluminum profile framework, providing a rigid, 

precision-built structure that supports the panel and allows for clean suspended, recessed or 

vsurface-mounted applications.

Inside the frame, the Lumosanti™ lighting system delivers high-efficiency, glare-free 

illumination. This advanced LED platform is paired with industry standard power supplies, 

ensuring stable performance, smooth dimming, and compatibility with industry-standard 

control protocols. Behind the illumination layer, LumosFlect transmitting blockout material is 

incorporated as a functional backing. It enhances light control by minimizing unwanted 

transparency, dust, debris and improving overall uniformity across the luminous surface.

Finally, the panel is completed with the LumosFlex diffuser membrane, a premium stretch 

material that produces a smooth, seamless glow while maintaining exceptional visual 

consistency in any architectural environment. Together, these layered components create a 

refined luminous ceiling solution that combines performance, flexibility, and elegant design 

for modern interiors.

Construction View
LumosFlect

Power Supply
& Junction Box

Aluminum Profile

LumosAnti

LumosFlex
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LumosCielo™

Membrane & Blockout
LumosFlex

Thickness
Weight

Fire retardant rating

Class
Recyclable

Pre-consumer
recycled product

0.2 mm
200 gm/m2

UL 723 / NFPA 255 / ASTM E84
Bs1 do / ASTM 963-11 / CAN/ULC-S102
A
100%

40%

LumosFlex is a high-performance stretch ceiling membrane designed for seamless integration 

with the Lumosanti™ lighting system. It provides smooth, uniform light diffusion with 

exceptional visual consistency. Adaptable to virtually any architectural form, LumosFlex offers 

creative flexibility, easy installation, and lasting durability—making it an ideal solution for both 

residential and commercial interiors.

LumosFlect

Thickness
Weight

Fire retardant rating

Class
Recyclable

Pre-consumer
recycled product

LumosFlect Transmitting Blockout Material is a high-performance backing 

designed for our luminous ceiling panels. It enhances light control and uniformity by reducing 

unwanted dust and debris while supporting smooth, consistent illumination. Durable and 

precisely engineered, LumosFlect helps deliver a refined, professional finish in architectural 

lighting installations.

0.2 mm
200 gm/m2

UL 723 / NFPA 255 / ASTM E84
Bs1 do / ASTM 963-11 / CAN/ULC-S102
A
100%

40%



LumosCielo™
10

Applications
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LumosCielo™
Stretch Ceilings & Cloud Systems

5680 Rue Paré
Mount-Royal, Québec

H4P 2M2

514-303-9488
www.lumoscielo.com

By BAGANTI




